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XS37-5RZ

	� Extensive standard equipment

	� SCHWING-Service

	� Partial Support System

	� 5-section RZ boom

Affordable Performance
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XS37-5RZ Truck mounted concrete pump XS37-5RZ Truck mounted concrete pump

The new Blueline  by SCHWING

A new benchmark in the 
value segment
Our new Blueline  product range sets new standards in the value segment: with an exceptionally comprehensive range 
of standard features and SCHWING’s proven service. Thanks to its 5-section RZ boom and equipped with a partial support system, 
it remains fully operational even on confined construction sites. Intelligent features such as automatic central lubrication and 
powerful cleaning systems significantly reduce downtime and maintenance requirements.

The result: maximum operation – with minimal compromises.
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XS37-5RZ Truck mounted concrete pump XS37-5RZ Truck mounted concrete pump

Extensive standard equipment at 
an attractive entry-level price.
Significant customer benefits thanks to a wide range of features: the result is a compel-

ling value proposition for professional users.

Storage boxes for hose lines and 
wooden support shims

made from sturdy aluminium on the side 
supports. For easy access and removal. 
Square timber storage in the rear right 
support.

5-section boom

For high flexibility, a low profile and 
excellent manoeuvrability in confined 
spaces.

Storage rack for conveyor pipes

on the left-hand side of the main aisle. 
For safe transport and easy handling.

Automatic centralised lubrication 
system for hopper and pump kit

Reduces wear and maintenance costs 
through continuous lubrication, whilst 
improving efficiency and safety.

High-performance cleaning system

The high-pressure cleaning system, 
delivering 20 l/min at 150 bar, enables 
quick, thorough and environmentally 
friendly cleaning of concrete residues. 
For a longer service life.

Partial Support System by default

For safe operation, even in confined site 
conditions.
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Partial Support System
The default partial support system expands the range of applications for the XS37-5RZ. If required, it can be securely supported on 
one side, thereby covering a working range of 140°. Additional support combinations offer a high degree of flexibility on site. This 
enables pumping operations to be carried out safely, even in difficult, confined spaces.
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Extensive standard equipment
The Blueline  XS37-5RZ concrete pump impresses with its extensive standard equipment, offering a powerful, well-de-
signed and practical solution for everyday use on construction sites. This allows the machine to be adapted to a variety of operating 
conditions, making it particularly flexible, efficient and safe.

1.	 Cleaning water pump including hose reel: 80 l/min, 20 bar.

2.	 High-pressure cleaning system: 20 l/min, 150 bar, 
including hose reel and spray lance holder.

3.	 Spring-loaded hopper lid for easy opening

4.	 Cleaning opening

5.	 Storage boxes for hoses above the rear outriggers

6.	 Storage box for timber on the inside of the rear support (passenger side)
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XS37-5RZ Truck mounted concrete pump XS37-5RZ Truck mounted concrete pump

7.	 Storage rack for supply lines above the main aisle on the driver’s side

8.	 Storage box on the right-hand side of the vehicle

9.	 Document storage box

10.	 Holder for cleaning balls

11.	 Cleaning platform hopper (driver’s side)

12.	 Step aid for the main aisle (passenger side)

Comprehensive lighting system:

13.	 Boom spotlights (4)

14.	 Hopper spotlight (1)

15.	 Warning lights on the front and rear undercarriage (four in total), warning 
lights for boom swing and rotation, turret spotlights (2), end spotlights on 
the boom (2)

16.	 Automatic central lubrication for hopper and pump assembly, pneumatic

17.	 Optional: Automatic boom central lubrication, electric
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Performance

Delivery cylinders mm 260 × 2,000

Concrete output max. m3/h 165

Pressure on concrete max. bar 85

Stroke rate max. 1/min. 26

Concrete valve S-Valve

Hydraulic system type Open

Boom 37-5RZ

Delivery line mm 125

End hose length m 3.5

Vertical reach m 36.1

Reach depth m 24.3

Horizontal reach m 31.6

Net horizontal reach m 28.7

Quantity and folding type 5-RZ

Slewing range ° ±365

Unfolding height m 7

Support full one side

Outrigger width, side mm 6,540

Outrigger width, front mm 5,980 4,080

Outrigger width, rear mm 6,900 4,540

Outrigger load, front kN 210

Outrigger load, rear kN 185

Chassis Mercedes-Benz Arocs 2840

Max. total mass kg 26,000

Axles configuration 6 × 4

Wheelbase mm 4,500

Length mm 10,930

Technical data Working range
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max. 24.30

±365°

185°

185°

max. 36.10

max. 31.60

210°

230°

90°

3.5
0

6.9
0

6.54

5.9
8

7.0
0

0(m)10203040 10

0(m)

10

20

30

10

20

30

40



10
31

51
18

.E
N.

04
.2

02
6

Subject to technical and dimensional modifications. Illustrations are non-binding. The exact standard specification, the scope of delivery and the technical data are detailed in the offer.

SCHWING GmbH
Heerstraße 9 – 27 · 44653 Herne Germany
Phone +49 23 25 987 - 0 · Fax +49 23 25 - 72 922
www.SCHWING-stetter.com · info@SCHWING.de


